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Title  23 — Highways 

CHAPTER  I— FEDERAL  HIGHWAY  ADMIN¬ 
ISTRATION,  DEPARTMENT  OF  TRANS¬ 
PORTATION 

SUBCHAPTER  G — ENGINEERING  AND  TRAFFIC 
OPERATIONS 

PART  666— DEFENSE  BRIDGES  AND 
CRITICAL  HIGHWAY  FACILITIES  REPORTS 

AGENCY:  Federal  Highwaj’  Administra¬ 
tion,  DOT. 

ACTION:  Final  rule. 

SUMMARY:  This  document  establishes 
information  requirements  from  each 
State  for  defense  bridge  and  critical 
highway  facilities  reports.  State  highway 
departments/agencies  have  been  involved 
in  the  submission  of  two  reports  con¬ 
taining  identical  data  to  the  Federal 
Highway  Administration,  i.e.,  “Defense 
Bridges  and  Critical  Highway  FaciUties” 
and  “National  Bridge  Inspection  Stand¬ 
ards”  structure  inventory  and  appraisal 
reports.  This  new’  regulation  reduces  the 
reporting  requirements  of  State  highw’ay 
departments/agencies  and  transfers  the 
responsibility  for  the  preparation  and 
distribution  of  a  separate  report  con¬ 
cerning  defenses  bridges  and  critical 
highway  facilities  from  the  State  high¬ 
way  departments/ agencies  to  the  Defense 
Plans  and  Operations  Division  of  the 
Federal  Highway  Administration. 

EFFECTIVE  DATE:  September  30,  1977. 

FOR  FURTHER  INFORMATION  CON¬ 
TACT: 

Harold  Wieland,  Defense  Plans  and 
Operations  Division,  Office  of  High¬ 
w’ay  Operations  (202-426-0432) ;  T.  B. 
Foote,  OfiRce  of  the  Chief  Counsel 
(202-426-0786),  Federal  Highway  Ad¬ 
ministration,  400  Seventh  Street  SW., 
Washington,  D.C.  20590.  Office  hours 
are  from  7:45  a.m.  to  4:15  p.m.  ET, 
Monday-Friday. 

SUPPLEMENTARY  INFORMATION: 
This  regulation  was  not  issued  in  pro¬ 
posed  form  and  no  comments  were  so¬ 
licited  as  the  matters  affected  relate  to 
grants,  benefits,  or  contracts  within  the 
purview  of  5  U.6.C.  553(a)  (2),  thus  gen¬ 
eral  notice  of  proposed  rulemaking  was 
not  required. 

The  principal  author  of  this  regula¬ 
tion  is  Harold  C.  Wieland,  Defense  I^ans 
and  Operations  Division.  Office  of  High¬ 
way  Operations  of  the  Federal  Highway 
Administration,  202-426-0432. 

Note. — The  Federal  Highway  Administra¬ 
tion  has  determined  that  this  document  does 
not  contain  a  major  proposal  requiring  prep¬ 
aration  of  an  Economic  Impact  Statement 
under  Executive  Order  11821,  as  amended  by 
Executive  Order  11949,  and  OMB  Circular 
A-107. 

In  consideration  of  the  foregoing.  Title 
23,  Code  of  Federal  Regulations,  Chap¬ 
ter  I  is  amended  by  adding  a  new  Part 
666  to  read  as  follows: 

Sec. 

666.1  Purpose. 

666.3  General. 

666.5  Information  needed. 


Sec. 

666.7  Defense  highway  network. 

666.9  Structures  off  the  Federal-aid  sys¬ 
tem. 

666.1 1  Structures  less  than  20  feet  In  length. 
666.13  Ferries. 

666.15  Bridge  index  map  and  mileage  sum¬ 
mary  totals. 

666.17  Method  and  frequency  of  reporting. 

Appendix  A — Instructions  for  preparing  the 
Bridge  Index  Map. 

Appendix  B — Examples  of  portions  of  Bridge 
Index  Map. 

Authority:  23  U.S.C.  210  and  316;  49  CFR 
1.48(b);  EO  11490,  34  FR  17667,  3  CFR  1966- 
1970  Comp.;  EO  11921,  41  FR  24294. 

§  666.1  Purpose. 

To  prescribe  the  procedures  to  be  fol¬ 
lowed  in  tlie  furnishing  of  supplemental 
bridge  data  and  other  Information  re¬ 
quired  to  generate  defense  bridge  and 
critical  highway  facilities  reports. 

§  666.3  General. 

(a)  In  an  effort  to  avoid  duplication  in 
reporting  of  bridge  data  by  State  high¬ 
w’ay  departments  and  to  relieve  States  of 
the  responsibility  for  the  generation, 
preparation,  and  distribution  of  a  sepa¬ 
rate  report  concerning  defense  bridges 
and  critical  highway  facilities,  the 
FHWA  has  agreed  to  produce  such  re¬ 
ports  biennially  from  the  data  base  de¬ 
veloped  through  the  National  Bridge  In¬ 
spection  Standards  (NBIS)  inventory  * 
and  certain  other  information  and 
bridge  data  provided  in  accordance  with 
this  regulation. 

(b)  In  complying  with  this  regulation. 
State  highw’ay  departments  are  encour¬ 
aged  to  update  and  utilize  those  Bridge 
Index  Maps  developed  and  furnished  as 
a  part  of  former  Defense  Bridge  Record 
submissions. 

§  666.5  Inforiiinlion  ncedf**]. 

To  fulfill  the  reporting  requirements  of 
the  FHWA,  there  is  a  need  for  submission 
of  current  data  and  information  from 
each  State  on: 

(a)  Routes  included  In  the  Defense 
Highway  Network, 

(b)  Structures  off  the  Federal-aid  Sys¬ 
tem,  but  on  one  of  the  defense  highw’ay 
sections, 

(c)  Structures  less  than  20  feet  in 
length  on  a  defense  highway  section, 
but  with  clearance  or  capacity  limita¬ 
tions, 

<d)  Perries,  and 

(e)  Bridge  Index  Maps  and  mileage 
summary  totals. 

§  666.7  Defense  Highway  Network. 

(a)  Each  State  highway  department  is 
to  review  its  highway  facilities  and  iden¬ 
tify  all  routes  that  might  reasonably  be 
used  for  important  defense  shipments, 
movements  of  troops  or  military  hard¬ 
ware  and/or  supplies,  or  for  the  evacua¬ 
tion  of  the  general  public  from  disaster 
areas.  All  routes  identified  for  these  pur¬ 
poses  are  to  be  incorporated  into  and 
will  collectively  form  the  Nation’s  De¬ 
fense  Highway  Network.  This  network 

»  23  CFR  Part  650,  Subpart  C. 


currently  consists  of  about  250,000  miles 
of  major  highways. 

(b)  The  defense  highw’ay  network 
normally  should  include  as  a  minimum 
the  Interstate  and  the  Federal-aid  pri¬ 
mary  (PAP  routes  as  realigned  in  ac¬ 
cordance  with  the  1973  Federal-Aid 
Highway  Act  (Pub.  L.  93-87,  87  Stat. 
250).  In  special  cases,  however,  the 
States  may  delete  such  routes  that  are 
considered  unnecessary  for  national  de¬ 
fense  and  for  State  emergency  plans  for 
natural  disasters.  While  each  State  has 
the  right  to  choose  its  own  defense  net¬ 
work,  it  should  be  prepared  to  explain 
w’hy  any  routes  are  not  included  that 
normally  would  be  under  the  criteria 
Identified  herein. 

(c)  The  defense  highway  network 
should  provide  connecting  routes  to  im¬ 
portant  military  installations,  industries, 
and  resources  not  served  by  the  PAP 
routes.  This  would  include  the  following: 

(1)  Military  bases.  National  Guard 
installations,  supply  depots,  etc.; 

(2)  Hospitals,  medical  supply  centers, 
emergency  depots,  etc.; 

<3)  Major  Airports: 

(4)  Defense  industries  plus  those  that 
could  easily  or  logically  be  converted  to 
such; 

(5)  Refineries,  fuel  storage,  and  distri¬ 
bution  centers: 

(6)  Major  railroad  terminals,  rail¬ 
heads.  docks,  truck  termhials; 

(7)  Major  power  plants,  including  hy¬ 
droelectric  centers  at  major  dams; 

(8)  Major  communications  centers; 

(9)  Transporter-Erector  Routes: 

(10)  Routes  containing  bridges  and 
tunnels  that  have  been  identified  as 
critical  under  the  provisions  of  Federal- 
Aid  Highway  Program  Manual  Volume 
6.  Chapter  10.  Section  1,  Subsection  1,* 
“Protection  of  Critical  Highway  Facili¬ 
ties  Against  Sabotage’’;  and 

(11)  Other  facilities  that  the  State 
considers  important  from  the  standpoint 
of  national  defense  or  unforeseen  emer¬ 
gencies. 

(d)  Following  selection  of  the  defense 
network,  each  State  highway  depart¬ 
ment  is  requested  to  illustrate  it  and 
number  the  highways  in  accordance  with 
instructions  provided  in  Appendix  A  of 
this  part,  “Instructions  for  Preparing  the 
Bridge  Index  Map.” 

§  666.9  Sirut’luro»  Off  llie  Fedor Jil-ai«l 

Syatem. 

Information  is  needed  for  all  struc¬ 
tures  on  each  State’s  defense  highway 
network.  ’The  data  desired  are  identical 
to  the  bridge  data  required  by  the  NBIS 
program.  Bridges  on  those  roads/ routes 
<Hi  each  State’s  defense  network  but  off 
the  Federal-aid  system  are  to  be  in¬ 
spected  using  the  same  inventory, 
recording  and  coding  procedures  used 
for  the  NBIS  program.  Structures  to 
be  reported  are  all  bridges  both  free 
and  toll  that  meet  the  American  Asso- 
ciatiem  of  State  Highway  and  ’Transpor¬ 
tation  Officials  (AASHTO)  definition  of 

•The  Federal-Aid  Highway  Program  Man¬ 
ual  Is  available  for  Inspection  and  copying  as 
prescribed  In  49  CFR  Part  7,  App.  D. 


FEDERAL  REGISTER,  VOL.  42,  NO.  1 88— WEDNESDAY,  SEPTEMBER  28,  1977 


RULES  AND  REGULATIONS 


49933 


a  bridge  as  given  in  AASHTO  “Highway 
Definitions.”  ’  Data  on  structures  less 
than  20  feet  in  length  should  be  included 
in  accordance  with  guidance  provided  in 
)•  666.11  of  this  part. 

§  666.11  .SiriK’liiroM  Iomm  liiuii  20  fet*!  in 
Irnglli. 

It  is  a  requirement  that  data  on  all 
structures  less  tlian  20  feet  in  length  that 
have  limitations  in  certain  charac¬ 
teristics  tliat  may  restrict  defense  move¬ 
ments  be  furnished  for  all  routes 
(whether  or  not  part  of  the  Federal - 
aid  system)  on  each  State’s  defense 
higliway  network.  The  structures  to  be 
reported  with  critical  limitations  are 
those: 

(a)  Where  the  width  on  the  structure 
is  appreciably  less  (one  fourth  of  ap¬ 
proach  roadway  width)  than  the 
traveled  way  of  the  approach  roadway, 

(b)  Where  the  minimum  vertical 
clearance  for  a  selected  path  on  the 
structure  (Item  10  “Inventory  Route, 
Minimum  Vertical  Clearance,”  of  the 
NBIS  “Recording  and  Coding  Guide  for 
the  Structure  Inventory  and  Appraisal 
of  the  Nation’s  Bridges”  *)  is  less  than  18 
feet,  and 

(c)  Where  the  structure  is  considered 
to  be  incapable  of  carrying  a  load 
equivalent  to  H  10. 

§  6(>6.13  Ferries. 

Where  the  employment  of  ferries  is 
necessary  for  route  continuity  on  the 
Defense  Highway  Network,  data  con¬ 
cerning  such  ferries  should  be  shown  on 
the  appropriate  map  near  the  location 
of  the  ferry.  If  that  is  not  practical,  the 
information  may  be  shown  in  tabular 
form  in  an  otherwise  blank  portion  of 
-the  Bridge  Index  Map. 

§  6(>6.15  Kridge  intlox  maps  aiul  mile¬ 
age  siiniiiiary  totals. 

Bridge  Index  Maps  are  to  be  prepared 
in  accordance  with  Appendix  A  of  this 
part.  Mileage  summary  totals  for  defense 
routes  selected  for  study  should  be  clas¬ 
sified  and  shown  in  some  otherwise  un¬ 
used  space  of  the  Bridge  Index  Map  by 
the  systems  listed  below: 

(a)  Interstate  traveled-way: 

(1)  Free, 

(2)  ToU, 

(b)  Other  Federal-aid  primary  routes: 


’  The  booklet  entitled  “Highway  Defini¬ 
tions'*  is  available  for  purchase  from  the 
American  Association  of  State  Highway  and 
Transportation  Officials,  Suite  225,  444  North 
Capitol  Street,  NW.,  Washington,  D.C.  20001. 
It  is  incorporated  by  reference  at  23  CPR 
625.3(e).  A  copy  may  be  examined  during 
normal  business  hours  at  the  office  of  each 
State  Highway  Department/ Agency,  the 
PHWA  Division  office  in  each  State,  PHWA 
Region  offices,  and  at  PHWA  Headquarters 
located  at  400  7st  StreetSW.,  Washington, 
D  C.  20590.  The  addresses  of  those  document 
Inspection  facilities  are  set  forth  in  49  CPR 
Part  7,  App.  D.  Sec  also  23  CPR  Part  650, 
Subpart  C  for  “bridge”  definition. 

*  Published  by  the  U.S.  Department  of 
Transportation,  Federal  Highway  Adminis¬ 
tration,  July  1972,  it  is  available  for  inspec¬ 
tion  and  copying  as  prescribed  in  49  CPR 
■Part  7,  App.  D. 


( 1 )  On  the  State  primary  system. 

(2)  Off  the  State  primary  system, 

(c)  Other  routes: 

(1)  On  the  State  primary  system, 

(2)  Off  the  State  primary  system, 

(d)  Total,  all  routes  reported. 

§  666.17  Melliod  and  frequency  of  re¬ 
porting. 

(a)  Data  requested  for  all  structures 
on  the  Defense  Highway  Network  are  to 
be  incorporated  into  the  NBIS  data  and 
reported  simultaneously  with  the  State’s 
NBIS  report  beginning  December  1977 
(OMB  Clearance  No.  04-R2441).  The 
NBIS  data  submissions  shall  be  made 
every  two  years  and  more  frequently 
upon  request. 

(b)  To  the  extent  possible,  each  State 
should  also  coordinate  the  time  for  its 
submission  of  Bridge  Index  Map(s),  il¬ 
lustrating  its  defense  highway  network, 
data  on  ferries  and  mileage  summary 
totals  with  each  NBIS  inventory.  Bridge 
Index  Maps  with  Information  on  ferries 
and  mileage  summary  totals  are  to  be 
submitted  every  two  years  beginning  in 
November  1977  through  appropriate 
FHWA  field  offices  to  FHWA  He?idquar- 
ters.  Attention:  HHO-40. 

(c)  Coordination  at  State  level  will  be 
necessary  if  an  ofiBce  different  from  one 
providing  NBIS  data  is  assigned  respon¬ 
sibility  for  the  information  required 
herein. 

(d)  In  the  event  metrication  is  man¬ 
dated  and  changes  are  made  to  the  NBIS 
inventory  and  the  “Recording  and  (Cod¬ 
ing  Guide  for  Structure  Inventory  and 
Appraisal  of  the  Nation’s  Bridges.”  the 
metric  system  will  be  utilized  and  this 
publication  revised  in  accordance  with 
FHWA  guidance. 

Appendix  A — Instructions  for  Preparing 
THE  Bridge  Index  Map 

1.  A  State  map  showing  the  routes  and/or 
connecting  roads  to  be  Included  in  the  De¬ 
fense  Highway  Network  will  be  used  to  indi¬ 
cate  the  road  sections  on  which  the  various 
structures  are  located.  For  uniformity  In 
designation,  this  will  be  known  as  the  Bridge 
Index  Map.  The  State  general  highway  map 
with  enlarged  scale  insets  or  supplemental 
sheets  for  urban  and  other  congested  areas 
might  serve  the  purpose  in  some  cases;  how¬ 
ever,  this  may  result  in  a  congested  map  un¬ 
less  modified  to  clearly  identify  the  routes 
selected  for  the  study.  It  generally  will  be 
preferable  to  prepare  a  skeletonized  map 
showing  only  the  routes  covered  by  the  data, 
using  single  lines,  county  names  with  bound¬ 
aries,  Important  places,  necessary  ferries,  and 
physical  features.  The  map  should  be  of  a 
quality  and  type  such  that  additional  copies 
can  be  made  from  a  single  submission  and 
should  be  complete  for  the  purposes  Intended. 

2.  The  Interstate  System  should  be  indi¬ 
cated  on  the  map.  The  Interstate  route  num¬ 
ber  and  the  signed  U.S.  and  State  route 
numbers  should  be  shown  for  purposes  of 
road  identification.  The  primary  control  for 
the  bridge  record,  however,  will  be  the  sec¬ 
tion  numbers.  A  defense  highway  section  is 
defined  by  the  Intersection  of  that  highway 
with  each  of  the  other  roads  that  also  have 
been  selected  as  defense  highways.  These  in¬ 
tersections  may  be  either  at  grade  or  at  an 
Interchange.  There  are  exceptions  to  this. 
However,  per  the  instructions  in  the  NBIS 
Recording  and  Coding  Guide,  a  section  can¬ 
not  exceed  99.9  miles  in  length.  Where  two 
defense  highways  do  not  Intersect  within  a 


99.9  mile  distance,  the  section  must  be  di¬ 
vided  into  two  or  more  sections  by  using  as 
breakpoints  intersections  with  other  high¬ 
ways  that  are  significant  but  that  are  not 
defense  highways  or  by  using  other  identi¬ 
fiable  features  such  as  rivers,  county  lines, 
etc.  These  features  must  be  shown  on  the 
index  map.  A  second  exception  is  given  in 
Paragraph  5  of  this  Appendix. 

3.  The  numbering  should  start  with  the 
designated  defense  highway  that  begins  in 
the  most  northwesterly  part  of  the  State 
and  that  is  generally  in  a  west  to  east  direc¬ 
tion.  There  may  be  situations  where  two  or 
more  different  routes  (routes  with  different 
numerical  identifications)  form  a  logical 
corridor  west  to  east  across  the  State.  In 
these  situations,  the  numbering  should  fol¬ 
low  the  corridor.  The  rule  of  thumb  Is  that 
the  key  to  the  numbering  is  logical  routing, 
not  route  numbers.  In  order  to  provide  for 
expansion,  that  is,  allow  new  sections  to  be 
added  without  causing  all  sections  to  be  re¬ 
numbered,  the  section  numbers  should  be 
Incremented  by  5,  with  the  first  section  num¬ 
bered  “5.”  The  section  numbers  should  con¬ 
tinue  in  this  incremental  sequence  along 
the  length  of  the  route  to  the  east.  Again, 
where  several  routes  form  a  corridor  across 
the  State,  the  section  numbers  should  be 
Incremented  along  the  entire  length  of  the 
corridor,  rather  than  Just  a  single  route.  The 
next  west-east  route  or  corridor  of  routes 
south  of  the  first  one  would  be  numbered, 
beginning  with  the  next  highest  incremen¬ 
tal  number,  continuing  the  sequence  or 
order  of  numbers.  This  should  continue  un¬ 
til  all  west  to  east  routes  or  corridors  of 
routes  are  numbered.  Then,  beginning  with 
the  south  to  north  route  or  corridors  of 
routes  that  begin  in  the  southwesterly  part 
of  the  State  and  continuing  with  the  next 
highest  incremental  section  number,  the 
route  or  corridor  of  routes  is  numbered  with 
the  numbers  ascending  in  a  northerly  direc¬ 
tion.  The  next  south  to  north  route  or  cor¬ 
ridor  to  the  east  of  the  first  one  should  be 
numbered  next,  beginning  with  the  next 
highest  incremental  section  number.  No  two 
sections  of  road  in  the  State  should  be  as¬ 
signed  the  same  number,  nor  should  any 
section  be  a.ssigned  more  than  one  number. 

4.  There  will  be  some  overlaps  in  any  logi¬ 
cal  routing.  When  a  route  being  numbered 
coincides  for  a  distance  with  one  previously 
numbered,  the  lower  section  numbers  previ¬ 
ously  assigned  will  apply  to  the  coincident 
sections.  The  higher  numbering  will  be  dis¬ 
continued  at  the  beginning  of  the  overlap 
and  continued  again  when  the  two  routes 
separate.  Thus,  for  example,  the  sections  of  a 
route  being  considered  might  be  numbered: 
325-335,  25-35,  340-355,  the  number  26-35 
being  on  sections  which  are  coincident  with 
a  part  of  a  route  previously  niunbered. 

5.  The  section  number  ordinarily  should 
be  placed  beside  the  road  section  but,  in 
congested  areas,  may  be  placed  at  some  dis¬ 
tance  away  with  an  arrow  drawn  to  the 
road  section  to  which  it  applies.  These  should 
be  readily  distinguishable  from  any  other 
numbers  on  the  map,  such  State  route  num¬ 
bers.  It  is  important  that  all  sections  be 
clearly  noted  on  the  Bridge  Index  Map.  This 
ordinarily  will  require  the  use  of  insets  to 
show  the  detail  that  is  necessary  to  facili¬ 
tate  full  understanding  of  the  report  in  the 
case  of  Interchanges.  Within  interchanges, 
each  ramp  or  turning  roadway  should  be 
numbered  as  a  separate  section  (although  it 
will  not  be  necessary  to  have  a  record  or  line 
in  the  report  for  ramps  that  do  not  have 
bridges  that  either  carry  the  ramp  or  go 
over  it),  making  every  attempt  to  maintain 
continuity  of  numbering  with  respect  to 
the  mainline.  This  means  that  the  ramps 
will  be  numbered  according  to  the  mainline 
routes  from  which  they  diverge,  by  adding 


FEDERAL  REGISTER,  VOL.  42,  NO.  1 88— WEDNESDAY,  SEPTEMBER  28,  1977 


49934 


RUUS  AND  REGULATIONS 


»  letter  suffix,  beglnntiig  with  tbe  first  ramp 
encountered  in  the  direction  of  inventory 
and  then  with  each  ramp  in  a  counter-clock* 
wise  direction.  An  interchange  numbered 
section  lao.  for  example,  may  include  sereral 
ramps  with  bridges  either  over  or  carrying 
the  ramp.  These  ramps  would  become  sec¬ 
tions  laOA.  laOB.  laOC,  etc.  The  insets  show. 
In  addition  to  the  section  numbers,  the  di¬ 
rection  of  traffic  movement.  Examples  of  a 
portion  of  a  Bridge  Index  Idap  and  several 
Insets  are  shown  in  Appendix  B  of  this  part. 
Note  that  the  examples  show  two  alternate 
methods  of  section  numbering.  The  first  is 
to  number  the  interchange  area  as  a  sep¬ 
arate  section.  This  is  another  exception  to 
the  criteria  for  establishing  sections  that 
was  discussed  In  Paragraph  2  of  this  Appen¬ 
dix.  The  second  alternative  Is  to  Include  the 
Interchange  area  with  either  the  preceding 
or  succeeding  sections,  preferably  the  pre¬ 
ceding  oxM.  Whichever  is  tised  should  be 
used  throughout  the  report  to  be  consistent. 

6.  The  road  sections  will  be  used  to  indi¬ 
cate  between  which  road  Intersections  each 
bridge  is  located.  The  Bridge  Index  Map 
need  not  show  the  location  of  each  bridge. 

7.  Inconsistencies  at  statelines  should  be 
avoided.  These  fall  into  two  categories: 

(a)  A  highway  which  crosses  a  stateline 
Is  selected  by  one  State  for  inclusion  In  the 
Bridge  Record,  but  is  not  selected  by  the 
adjoining  State. 

(b)  A  structure  located  at  a  stateline  Is 
not  r^x>rted  by  either  State  for  Inclusion 
in  the  Bridge  Record,  or  is  reported  by  both 
States  but  with  dlflereoces.  The  differences 
may  involve  span  length,  vertical  clearance, 
or  other  reported  data. 

8.  Tliose  in  the  first  category  should  be  re¬ 
solved  by  means  of  an  exchange  of  maps  by 
highway  departments  in  adjoining  States, 
followed  by  addition  or  deletion  of  routes  as 
may  be  most  appropriate.  For  those  in  the 
second  category,  each  State  should  report  on 
those  structures  for  which  the  highway  de¬ 
partment  or  other  agency  within  that  State 
has  maintenance  responsibility.  For  the  un¬ 
usual  case  not  covered  by  this  rule,  an  agree¬ 
ment  should  be  reached  between  the  two 
States  involved  as  to  which  State  should 
have  reporting  responsibilities. 

9.  Ferries  necessary  for  through  route  con¬ 
tinuity  should  be  Identified  and  shown  at 
their  location  on  skeletonized  maps.  Ferry 
carrying  capacity  and  limiting  clearances 
may  he  shown  near  the  ferry  location  or  tab¬ 
ulated  and  keyed  to  route  and  location. 

10.  Defense  Highway  Network  mileage 
summary  totals  classified  in  accordance  with 
guidance  provided  In  {  666.15  are  to  be  ^>own 
in  some  otherwise  unused  space  of  the  Bridge 
Index  Map. 


APPENDIX  B 
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FEDERAL  REGISTER,  VOU  42,  NO.  188--WEDNESDAY,  SEPTEMBER  28,  1977 


iULiS  AND  REGULATIONS 


49935 


RDCtAL  ReOISTER,  VOL  42,  NO.  1 88— WEDNESDAY,  SEPTEMBER  28,  1977 


Issued  on  September  16,  1977. 

Karl  S.  Bowers, 

Deputy  Administrator. 

IFR  Doc.77-28184  Plied  9-27-77;8:45  am] 


KOERAL  REGISTER,  VOL.  42,  NO.  1 88— WEDNESDAY,  SERTEMIER  28,  1977 


